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Distributor:
RU ООО «ГТВ РУС»
 140073 Московская область
 Люберецкий район, пос.Томилино
 мкрн. Птицефабрика, Литер 7А  
CZ GTV Czech Distribution s.r.o.
 CTPark Ostrava, Na Rovince 879
 720 00 Ostrava Hrabová  
HR GTV Croatia d.o.o.
 Kovinska 4a, 10000 Zagreb, Hrvatska

Högert Technik GmbH
Pariser Platz 6a
10117 Berlin, Deutschland
Importer: GTV, Przejazdowa 21
05-800 Pruszków, Polska

HT1P281 5902801010637 black

0,13 x 19 mm 
x 20 m

1 pcs 200 pcs

HT1P282 5902801010651 red 1 pcs 200 pcs

HT1P283 5902801010675 blue 1 pcs 200 pcs
HT1P284 5902801010699 green 1 pcs 200 pcs
HT1P285 5902801010712 white 1 pcs 200 pcs

HT1P286 5902801258459 green-yellow 1 pcs 200 pcs

Characteristics:
 . bundling up and insulating of conductors;
 . distinguishing each separate circuit by colours;
 . waterproof;
 . self-extinguishing;
 . dielectric strength: 0.39kV/mm;
 . working temperature from -20°to +60°;
 . flexible;
 . elongation up to 125%;
 . width 19 mm, thickness 0.13 mm, length 20 m.

PVC insulating tape

WATERPROOF
125%

20 m
 -  20˚
+ 60˚

PVC  0.13x19
mm
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